Flight case

for HVA68TD | HVA68-2 | HVA60 | HVA54-3 | HVA40-5 | HVA30-7 test sets
A
Datasheet electronics

The robust transport case, weighing 30 kg when empty, is designed for
both safe transport and on-site operation. Dual-sided service doors allow
the unit to remain fully operable within the case, eliminating the need
for removal during testing. The interior features a precision-cut foam

for the device and a separate compartment for accessories. Integrated
wheels and the plate for hand truck mounted on the underside ensure
easy and smooth handling, even on a rough terrain.

Art. No. VKROO71

EXTERNAL DIMENSIONS

294

Note: Drawing dimensions are in [mm].
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Flight case
for HVA68TD | HVA68-2 | HVA60 | HVA54-3 | HVA40-5 | HVA30-7 test sets

AN
Datasheet electronics

USABILITY AND HANDLING

Stable for transport & use Foam-fitted & accessory storage

G Device compartment = Foam-fitted section to securely hold the applicable device

Name Specification
§ 0 Cable access Dual-sided service doors for cable connection
é G Handles 4 folding handles (2 front, 2 rear) for easy lifting
%_ G Transport support Underside-mounted plate for hand truck
7
§ e Accessory storage Dedicated compartment for test lead and accessories
g G Ventilation cutout @250 mm cutout positioned behind internal partition for airflow
o
o
S
3

@ Wheels 4 #3100 mm wheels, 2 equipped with brakes for stability
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